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UT-50552   -   W30   -   DI   -   A51431   -   A80191

Colour Accessory 1

Accessory 2

Accessory

Anti-glare visor
(A51431)

Remote box IP65
(A80191)

A small projectors for accent lighting either for short sculpture or short tree. 
A remote driver and tendency can group in one driver.

Product Code

Ordering guide sample

Colour Temperature
W30 – Warm white 3000K
W40 – Neutral white 4000K

Dimming Type
ND – Non dimmable
DI – 1-10V dimming
DA – DALI dimming

Model
No. Lamp System 

Power W
Lumen 

lm Colour EEC Beam 
Angle

Weight
kg

UT-50552 - W30 1 LED 4 160 3000K A++ 23° 0.27
UT-50553 - W30 1 LED 4 160 3000K A++ 23° 0.27

UT-50552 - W40 1 LED 4 164 4000K A++ 23° 0.27
UT-50553 - W40 1 LED 4 164 4000K A++ 23° 0.27

- 01

Black
RAL 9011

- 02

Dark Grey
RAL 7043

- 03

White
RAL 9003

- 05

Matt Silver
RAL 9006

- 06

Bronze
RAL 6014

Colour Code

RESET

ND DI DA

Dimming Type

12/06/17New Update

Projectors — N 

Narrow beam with rotationally sym-
metrical light distribution for accent 
lighting

Light Symbol

UTAH 1
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 – Low copper content aluminium housing with a 
chemical chromatized protection before powder 
coating, ensuring high corrosion resistance.

 – Stainless steel fasteners in grade 316.
 – Power is provided to the luminaire through water 

tight single cable gland supplied with 0.5m 
2x0.5sqmm.

 – Outdoor power cable.
 – Durable silicone rubber gasket.
 – High efficiency optical PMMA.
 – Clear toughened glass.
 – Plastic ground spike for garden type.
 – Accessory visor must be order separately.
 – Remote driver is not included.
 – This luminaire is constant current type and need 

connecting in series.

Luminaire Structure
IP65 IK02

Dim Type

*UT-50552 constant voltage(CV) 24Vdc
*UT-50553 constant current (CC) 500mA,3Vdc
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Product Spec Sheet

Utah 1
Floodlights
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